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Contact_
Orders, Options, Price Requests, Planning : 
http://GO.PIXELSCREEN.eu  (rental)
http://SALE.PIXELSCREEN.eu   (sale)

New client registration :
http://NEWCLIENT.PIXELSCREEN.eu

General, support, information :
info@pixelscreen.eu 
 
Logistics, tracking, transports :
shipping@pixelscreen.eu 
 
Urgent requests, Hotline 24/7, Sms : 
+32 473 699999

Telegram : 
https://T.ME/pixelscreen
username @PIXELSCREEN  
or add user +32 473 699999 
(best channel for pro's or confirmed deals) 
 
Whatsapp : 
http://WHATSAPP.PIXELSCREEN.eu 
or add +32 473 699999 
(best channel for End User  or general info) 

Request ZOOM meeting : 
http://HOTROOM.PIXELSCREEN.eu 
 
 

Online Support : 
https://get.teamviewer.com/pixelscreen-monitor 
http://SUPPORT.PIXELSCREEN.eu

Social :
https://www.facebook.com/Pixelscreenbe/ 
https://www.linkedin.com/company/pixelscreen-eu
http://www.pixelscreen.eu 

Join the team :
http://JOB.PIXELSCREEN.eu 
 
Terms :
https://www.pixelscreen.be/legal/d3b-terms.pdf

All technical specifications may be subject to changes - Copyrighted patents, brands, concepts « ® 2021 
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Welcome_

Without black, no color has any depth.
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PLED200H_
Highest quality
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MODEL Pixelscreen PLED200H—CE&EMC certification by TUV/SGS

BRIGHTNESS 1000 NIT (3840hz)
SIZE (WxH) 1 model (600x337.5x84mm)

LED TYPE MBI5252—COB 4in1 BLACK —14BIT COLOR
IP RATING INDOOR—IP30

WEIGHT 7.8kg / cab
PIXELS 1.137mio pix/m² 320x360 pix/mod 0.93 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 1.0 Amp/m²—220Volt

CONNECTION Neutrik Powercon True 1 / Ethercon
FLYFRAME Single / Double

SPECIALS Side blades, standing foot for protection, anti drop hot swap PSU, 
toolless control unit lock, smart locking
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PLED201S_
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MODEL Pixelscreen PLED201S—CE&EMC certification by TUV/SGS

BRIGHTNESS 800 NIT (750hz) / 1000 NIT (2000hz)
SIZE (WxH) 1 model (465.6x465.6mm)

LED TYPE MBI5151—SMD 1010 BLACK —14BIT COLOR
IP RATING INDOOR—IP30

WEIGHT 8.7kg/cab—36.7kg/m²
PIXELS 302311 pix/m² 256x256 pix/cab 1.81 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 4.0 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high)

SPECIALS Side blades, standing foot for protection, anti drop hot swap PSU, 
toolless control unit lock, smart locking
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PLED202S_
Deep black - TV LED

120Hz - 3D

PIXELSCREEN.EU // Video show catalogue

10



MODEL Pixelscreen PLED202S—EMC certification by TUV/SGS

BRIGHTNESS 1000 NIT (750hz) / 1200 NIT (2000hz)
SIZE (WxH) 1 model (46,6x46,6cm)

LED TYPE MBI5151—SMD 2121 BLACK —14BIT COLOR
IP RATING INDOOR—IP30

WEIGHT 8.7kg/cab—35.7kg/m²
PIXELS 170K pix/m² 192x192 pix/cab 2,42 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 2.0 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high hanging)

SPECIALS Side blades, standing foot for protection, anti drop hot swap PSU, 
toolless control unit lock, smart locking
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PLED202XC_
Abnormity Shape

Concave & Convex Flexible Panel

PIXELSCREEN.EU // Video show catalogue

12



MODEL Pixelscreen PLED202X—EMC certification by TUV/SGS

BRIGHTNESS 1200 NIT—3840Hz
SIZE (WxH) 1 model (50x50cm)

LED TYPE MBI5151—SMD 2020 BLACK —14BIT COLOR
IP RATING INDOOR—IP31

WEIGHT 8.9kg/cab—35.6kg/m²
PIXELS 112896 pix/m² 168x168 pix/cab 2,9 mm real pitch

CURVE HORIZONTAL 120° 5 levels - VERTICAL 0°
POWER 1.2 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high)

SPECIALS Wave Screen, High Refresh, Low weight, Thin, Extreme Black front, 
Magnetic Connection, One Action Locking
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PLED202B_
Deep black

Cableless connection

GOB LED
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MODEL Pixelscreen PLED202B—EMC certification by TUV/SGS

BRIGHTNESS 1200 NIT
SIZE (WxH) 1 model (50x50cm)

LED TYPE MBI5252—SMD 1515 DEEP BLACK —14BIT COLOR
IP RATING INDOOR—IP30

WEIGHT 8.5kg/cab—34.0kg/m²
PIXELS 147456 pix/m² 192x192 pix/cab 2,6 mm real pitch

CURVE HORIZONTAL +5 > -5° - VERTICAL 0°
POWER 0.9 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high)

SPECIALS Wave Screen, High Refresh, Low weight, Thin, Extreme Black front, 
Magnetic Connection, One Action Locking
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PLED203XC_
Abnormity Shape

Concave & Convex Flexible Panel
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MODEL Pixelscreen PLED203X—EMC certification by TUV/SGS

BRIGHTNESS 1200 NIT—3840Hz
SIZE (WxH) 1 model (50x50cm)

LED TYPE MBI5151—SMD 2020 BLACK —14BIT COLOR
IP RATING INDOOR—IP31

WEIGHT 8.9kg/cab—35.6kg/m²
PIXELS 73984 pix/m² 128x128 pix/cab 3,9 mm real pitch

CURVE HORIZONTAL 120° 5 levels - VERTICAL 0°
POWER 1.6 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high)

SPECIALS Wave Screen, High Refresh, Low weight, Thin, Extreme Black front, 
Magnetic Connection, One Action Locking

17

March 2022



PLED203AR/M_
PLED204AR/M_
Rain proof - Beats sunlight

Outdoor BLACK
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MODEL Pixelscreen PLED203/4AR—EMC certification by TUV

BRIGHTNESS 4500 NIT (3600hz)
SIZE (WxH) 2 model (ARM= 50x50cm / AR= 50x100cm)

LED TYPE MBI5051B—SMD 1818 FULL BLACK —14BIT COLOR
IP RATING OUTDOOR—RAIN PROOF—SUN PROOF

WEIGHT 0.5m² panel 12.0kg/cab—24.0kg/m² 
0.25m² panel 7kg/cab—28.0kg /m²

PIXELS 65536 pix/m² 128x256 pix/cab 3,9 mm real pitch
46656 pix/m² 108x216 pix/cab 4.63 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 1.8 Amp/m²—220Volt

CONNECTION Neutrik Powercon True 1 / Ethercon
FLYFRAME Single / Double (max 40 cab. high hanging)

SPECIALS Full hot swap PSU, hot swap modules, smart locking, linsn, easy 
build
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PLED207AR-M_
Rain proof

High availability
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MODEL Pixelscreen PLED207AR — EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS 5500 nits
SIZE (WxH) 3 models - 50x100cm FLAT / 50x100cm CURVE / 50x50cm

LED TYPE SMD 2727 BLACK FACE—14BIT COLOR—3840Hz
IP RATING FULL OUTDOOR

WEIGHT 12.0kg / 0.5m²
PIXELS 16384 pix/m² - 64x128 pix— 7.8 mm

CURVE 207ARC : Optional –7° - + 7°
POWER 600w/m²

CONNECTION Neutrik Powercon True 1 / Ethercon
FLYFRAME Single / Double / Custom / Windforce frame

SPECIALS Convex/concave flexible solution / magnetic
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Custom solutions_
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PLED203S_
100% Body & Face black

Top quality - 3D

Side blades protect LED on edge against physical damage
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MODEL Pixelscreen PLED203S—EMC certification by TUV/SGS

BRIGHTNESS 1500 NIT (750hz) / 1200 NIT (2000hz)
SIZE (WxH) 1 model (46,6x46,6cm)

LED TYPE MBI5151—SMD 2121 BLACK —14BIT COLOR
IP RATING INDOOR—IP31

WEIGHT 7.8kg/cab—35.7kg/m²
PIXELS 73984 pix/m² 128x128 pix/cab 3,63 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 2.0 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 46 cab. high hanging)

SPECIALS Side blades, standing foot for protection, anti drop hot swap PSU, 
toolless control unit lock, smart locking
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PLED209C0-1-2_
3D magic 

Holographic Effects 

Very high transparency
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MODEL Pixelscreen PLEDHoLo—EMC certification by TUV/SGS

BRIGHTNESS 1500-4200 nits
SIZE (WxH) C serie—(120x120x3.7-5.6cm) 

M serie — (120x60x3.7-5.6cm)
LED TYPE MBI5151—SMD 2121 —14BIT COLOR—BLACK LED

IP RATING PLED209C0—INDOOR—IP31—1500 nits 
PLED209C1—OUTDOOR—IP54—1500 nits 
PLED209C2—OUTDOOR—IP54—4200 nits 

WEIGHT C0 : 5.0kg/m² C1/C2 : 5.8kg/m² !!!!
PIXELS 128x128 pix/cab Horz.9.3mm Vert. 9.3mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 80W/m²

CONNECTION Neutrik True 1 / Ethercon
FLYFRAME Single (max 46 cab. high hanging)

SPECIALS Transparency Rate 80%, Light weight/ Easy build / Thin
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PLED203Q_
Budget
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MODEL Pixelscreen PLED203Q—EMC certification by TUV/SGS

BRIGHTNESS 1500 NIT (1000hz) / 1200 NIT (1200hz)
SIZE (WxH) 1 model (50x50cm)

LED TYPE MBI5151—SMD 2121 BLACK —14BIT COLOR
IP RATING INDOOR—IP31

WEIGHT 9.5kg/cab—38.0kg/m²
PIXELS 65536 pix/m² 128x128 pix/cab 3,9 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 1.8 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 40 cab. high hanging)

SPECIALS hot swap PSU, smart locking, linsn, easy build
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PLED203ERL/R_
Pro black 

Seamless corner parts
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MODEL Pixelscreen PLED203ERL/R — EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS 203ER=1500 NIT (3600hz)
SIZE (WxH) 2 models (50x100cm ) LEFT EDGE / RIGHT EDGE

LED TYPE MBI5252—SMD 2121 BLACK —14BIT COLOR
IP RATING INDOOR

WEIGHT 0.5m² panel 12.0kg/cab—24.0kg/m²
PIXELS 50625 pix/m² 128x256 pix/cab— 3.9mm

CURVE HORIZONTAL 0° or 90° - VERTICAL 0°
POWER 1.5Amp/cab—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME max 20 cab Height—20 mtr

SPECIALS 4 NUT M10 at back corners, lightweight outdoor, flite case per 11 
units (120x60cm)
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PLED203ER/M_ 
TV LED

PLED205ER/M_
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MODEL Pixelscreen PLED203ER/205ER—EMC certification by TUV/SGS

BRIGHTNESS 203ER=1500 NIT (3600hz) / 205ER=6000 NIT (3600hz)
SIZE (WxH) 2 model (ERM= 50x50cm / ER= 50x100cm)

LED TYPE MBI5252—SMD 2121 BLACK —14BIT COLOR
IP RATING 203ER = INDOOR—IP31 205ER = OUTDOOR

WEIGHT 0.5m² panel 12.0kg/cab—24.0kg/m²
PIXELS 65536 pix/m² 128x256 pix/cab 3,9 mm real 

pitch 28224 pix/m² 84x168 pix/cab 5 mm real pitch

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 1.8 Amp/m²—220Volt

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 40 cab. high hanging)

SPECIALS hot swap PSU, smart locking, linsn, easy build
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Specials_
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PLED206L_
All parts can be replaced quickly and easily without any tools 

Long outdoor period 

Extreme weather conditions
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MODEL Pixelscreen PLED206L2 — EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS >6000 NIT
SIZE (WxH) 1 models (64x72cm x 90/150mm)

LED TYPE SMD 3535 BLACK BODY —SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT 18kg/cab—39kg/m²
PIXELS 22500 pix/m² 96x108 pix/cab— 6mm
CURVE HORIZONTAL 0° till 15° - VERTICAL 0°

POWER 1.5Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon

FLYFRAME max 25 cab Height—18 mtr
SPECIALS 4 NUT M10 at back corners, lightweight outdoor, flite case per 7 

units (85x75x145cm)
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PLED207D/D2_
Video floor
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MODEL Pixelscreen PLED207D—CE&EMC certification by TUV/SGS

BRIGHTNESS 2500 NIT (D) / 4100 NIT (D2/D3)
SIZE (WxH) 2 model (50x50cm / 50x100cm H=150-180mm)

LED TYPE MBI5124—SMD 3535 BLACK—polyurea glass
IP RATING INDOOR / OUTDOOR —IP65 WATERPROOF

WEIGHT 16kg/cab—64kg/m²
PIXELS 16500 pix/m² 64x64 pix/cab 7.81mm real pitch

DESIGN HIGH RESOLUTION VIDEO FLOOR 
MAX LOAD 2500kg/m² (safety factor 3:1)

POWER 4.0Amp/m²—220Volt
CONNECTION Neutrik Powercon / Ethercon yellow IP version

INTERFACE Touchscreen—interactive function—SDK soft.
SPECIALS Adjutable feets, Quick leveling, Magnets, Load bearing, Anti-slip, 

Anti Reflective, Uniview, IP65, //.
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PLED206Ex _
PLED208Ex_
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MODEL Pixelscreen PLED206E—EMC Certification by SGS/
TUV

BRIGHTNESS 2000 NIT (E) - 3000 NIT (E2) - 4000 NIT (E3) - 
5000 NIT (E4/5)

SIZE (WxH) 2 model : 500mm x1000mm / 500x500mm (M serie)
LED TYPE SMD 2727 BLACK FACE—GREY SHELL —14BIT COLOR

IP RATING INDOOR—IP31 (E-E2) / SEMI OUTDOOR IP64/IP43 (E3) 
OUTDOOR IP64/IP64 (front/back) (E4/E5)

WEIGHT 10.4kg/cab—20.8kg/m²

PIXELS E1>E4 25600 pix/m² 80x160 pix/cab 6.25 mm real pitch 
E5 2073600 pix/m² 72x144 pix/cab 6.9 mm real pitch

CURVE HORIZONTAL -15°-0°+15° - VERTICAL 0° 
curve : E/E2/E3/E5 flat only : E4

POWER 1.7 Amp/m² (E2) / 3.4 Amp/m² (E3) —220Volt—
FANLESS

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 20 cab. high)

SPECIALS Curving, Creative solution, Low power, 1000Hz, 
Light weight

PLED206E/ E2/E3/E4/E5_
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Feast_
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MODEL Pixelscreen PLED203F

BRIGHTNESS >6000 NIT
SIZE (WxH) 1 model (64x64cm)

LED TYPE SMD 3528 BLACK DIAMOND—
SQUARE— 14BIT COLOR

IP RATING INDOOR—OUTDOOR
WEIGHT 24kg/cab—58.5kg/m²

PIXELS 27600 pix/m² 96x96 pix/
cab

CURVE HORIZONTAL 0° - VERTICAL 
0°

POWER 1.5 Amp/cab—220Volt
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Single / Double (max 10 

cab. high)
SPECIALS 4 NUT M10 at back corners 

flite case per 10 units 
(80x120x70cm)

PLED203F_
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PLED208E3_
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MODEL Pixelscreen PLED208E—EMC 
Certification by SGS/TUV

BRIGHTNESS 3000 NIT
SIZE (WxH) 1 model (500mm x1000mm)

LED TYPE SMD 2727 BLACK FACE– GREY 
SHELL—14BIT COLOR

IP RATING INDOOR—IP31
WEIGHT 8.9kg/cab—17.8kg/m²

PIXELS 25600 pix/m² 56x112 pix/
cab 8 mm real pitch

CURVE HORIZONTAL -15°-0°+15° - 
VERTICAL 0°

POWER 0.7 Amp/m²—220Volt—FANLESS
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Single / Double (max 20 

cab. high)

SPECIALS Curving, Creative 
solution, Low power, 
600Hz, Light weight

PLED208E_
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PLED208E2/E3_
Light weight
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MODEL Pixelscreen PLED208E2—EMC Certification by SGS/TUV

BRIGHTNESS >4800 NIT
SIZE (WxH) 3 models (500mm x1000mm) 

E2: No blades —FLAT 
E2C : No blades—CURVABLE

LED TYPE SMD 2727 BLACK FACE– GREY SHELL —14BIT COLOR
IP RATING IN/OUTDOOR IP65/IP43 (front/back)

WEIGHT 8690 gram/cab— 17.38 kg/m² (E2)
PIXELS 25600 pix/m² 56x112 pix/cab 8 mm real pitch

CURVE HORIZONTAL -15°-0°+15° - VERTICAL 0°
POWER 1.3 Amp/m²—220Volt—FANLESS

CONNECTION Neutrik Powercon / Ethercon
FLYFRAME Single / Double (max 20 cab. high)

SPECIALS Curving, See true, Creative solution, Low power, 1000Hz, Super light 
weight
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PLED205S_
Seamless 90 ° angle
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MODEL Pixelscreen PLED205S—EMC 
cert by TUV&SGS

BRIGHTNESS >3500 NIT (205S) / >5000 
NIT (207S)

SIZE (WxH) 1 models (50x100cm)
LED TYPE SMD 3535 SurLED 180° 

surface view !
IP RATING INDOOR (205S) / OUTDOOR 

(207S)
WEIGHT 7.4kg/cab—14.8kg/m²

PIXELS 205S—9230 pix/m² 
48x96 pix/cab—10.4mm pitch
207S—16384 pix/m² 
64x128 pix/cab — 7.8mm pitch
203ERL— 128x256 pix/cab — 
3.9mm pitch

CURVE HORIZONTAL 90° till 359° - 
VERTICAL 90° till 359°

POWER 0.78 Amp/cab—220Volt
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Special brackets—max 

10 cab Height
SPECIALS 4 NUT M8 at back corners 

Very creative solution 
build options, super 
light weight!

PLED205S/207S_
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PLED205S/ST_
Touring
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MODEL Pixelscreen PLED205ST—EMC 
cert by TUV&SGS

BRIGHTNESS >3500 NIT
SIZE (WxH) 1 models (50x100cm)

LED TYPE SMD 3535 SurLED 180° 
surface view !

IP RATING INDOOR
WEIGHT 13-14kg/cab—26-28kg/m²

PIXELS 9230 pix/m² 48x96 pix/cab 
P10

CURVE HORIZONTAL 0° - VERTICAL 0°
POWER 0.78 Amp/cab—220Volt

CONNECTION Neutrik Powercon / 
Ethercon

FLYFRAME Special brackets—max 10 
cab Height

SPECIALS 4 NUT M8 at back corners, 
extreme fast building, 
special road dolly, 
compact,/.

PLED205ST_

53

March 2022



Broadcast_

EK FOOTBALL 2021-2022 

REQUEST YOUR  
PROJECT BY FORM 
RENTAL.PIXELSCREEN.EU

Early bird—Special EK pricing !
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Touring_
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PLED205Q_
Flat edition 

Strong

PIXELSCREEN.EU // Video show catalogue

56



MODEL Pixelscreen PLED205Q— EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS >6000 NIT—high brightness
SIZE (WxH) 3 models (50x50cm / 50x100cm / 100x100cm)

LED TYPE SMD 3535 BLACK SHELL—SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT 9.9kg/cab—39kg/m² (max height 32 meter!)
PIXELS 10K pix/m² 48x48 pix/cab—P10
CURVE HORIZONTAL +0.0° till +7.5° - VERTICAL -15° till +15°

POWER 0.8 Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon / Quality PS

FLYFRAME Diecast frame —max 64 cab height hanging
SPECIALS Dancefloor / Wall / Ceiling —creative multi use 

dolly per 36 units (80x120x H180cm) 
Special edge protection
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PLED205QC_
Curve edition
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MODEL Pixelscreen PLED205QC— EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS >6000 NIT—high brightness
SIZE (WxH) 3 models (50x50cm / 50x100cm / 100x100cm)

LED TYPE SMD 3535 BLACK SHELL—SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT 9.9kg/cab—39kg/m² (max height 32 meter!)
PIXELS 10K pix/m² 48x48 pix/cab—P10
CURVE HORIZONTAL -5.0° till +5.0° - VERTICAL -15° till +15°

POWER 0.8 Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon / Quality PS

FLYFRAME Diecast frame —max 64 cab height hanging
SPECIALS Dancefloor / Wall / Ceiling —creative multi use dolly per 36 units 

(80x120x H180cm) Special edge protection
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PLED205_
Fixed installation

MODEL Pixelscreen PLED205

BRIGHTNESS >7500 NIT
SIZE (WxH) 1 models (96x96cm)

LED TYPE SMD 5050 BLACK DIAMOND—
SQUARE

IP RATING INDOOR / OUTDOOR
WEIGHT 42kg/cab—44kg/m²

PIXELS 10000 pix/m² 96x96 pix/
cab

CURVE HORIZONTAL 0° till 15° - 
VERTICAL 0°

POWER 4.9 Amp/cab—220Volt
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Direct Kingpen—max 10 cab 

Height
SPECIALS 4 NUT M10 at back corners 

flite case per 4 units 
(110x100x110cm)
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PLED205E_ 
Fixed installation

MODEL Pixelscreen PLED205E—EMC 
cert by TUV&SGS

BRIGHTNESS >6500 NIT
SIZE (WxH) 1 models (96x96cm)

LED TYPE SMD 5050 BLACK DIAMOND—
SQUARE

IP RATING INDOOR / OUTDOOR
WEIGHT 42kg/cab—44kg/m²

PIXELS 10000 pix/m² 96x96 pix/
cab

CURVE HORIZONTAL 0° till 15° - 
VERTICAL 0°

POWER 3.9 Amp/cab—220Volt
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Direct Kingpen—max 10 cab 

height
SPECIALS 4 NUT M10 at back corners 

flite case per 4 units 
(110x100x110cm)
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PLED209C1_
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PLED205F_

MODEL Pixelscreen PLED205F

BRIGHTNESS 8500 NIT
SIZE (WxH) 1 models (96x96cm)

LED TYPE SMD 5050 BLACK DIAMOND—
SQUARE

IP RATING INDOOR / OUTDOOR
WEIGHT 52kg/cab—52kg/m²

PIXELS 10000 pix/m² 96x96 pix/
cab

CURVE HORIZONTAL 0° till 15° - 
VERTICAL 0°

POWER 4.9 Amp/cab—220Volt
CONNECTION Neutrik Powercon / 

Ethercon
FLYFRAME Direct Kingpen—max 10 cab 

Height
SPECIALS 4 NUT M10 at back corners 

flite case per 4 units 
(110x100x110cm)

63

March 2022



Specials_
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PLED205L_ 
Extreme weather conditions 

Easy service options
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MODEL Pixelscreen PLED205L — EMC,CE,LVD,FCC cert by TUV&SGS

BRIGHTNESS >5500 NIT
SIZE (WxH) 1 models (64x72cm x 90/150mm)

LED TYPE SMD 3535 BLACK DIAMOND—SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT 18kg/cab—39kg/m²
PIXELS 10000 pix/m² 64x72 pix/cab
CURVE HORIZONTAL 0° till 15° - VERTICAL 0°

POWER 1.5Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon

FLYFRAME max 25 cab Height—18 mtr
SPECIALS 4 NUT M8 at back corners, lightweight outdoor, flite case per 7 

units (85x75x145cm)
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PLED216_ 
Proven strength and reliability

Budget
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MODEL Pixelscreen PLED216 & PLED216M

BRIGHTNESS 5500 NIT
SIZE (WxH) 2 models (64x64cm & 64x32cm)

LED TYPE SMD 5050 BLACK DIAMOND—SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT PLED216 : 9.5kg/cab—24.6kg/m² / 
PLED216R : 10.5kg/cab—stronger frame for bigger screen

PIXELS 3906 pix/m² 40x40 pix/cab
CURVE HORIZONTAL -15° till +90° - VERTICAL 0° till 15°

POWER 1.3 Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon

FLYFRAME Single / Double
SPECIALS 2 NUT M10 on TOP / 4 NUT M10 at back corners 

FAST BUILDING DOLLY’s (16 cab/dolly)
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PLED216R_
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MODEL Pixelscreen PLED216R

BRIGHTNESS 5500 NIT
SIZE (WxH) 1 models (64x64cm)

LED TYPE SMD 5050 BLACK DIAMOND—SQUARE
IP RATING INDOOR / OUTDOOR

WEIGHT PLED216 : 9.5kg/cab—24.6kg/m² / 
PLED216R : 10.5kg/cab—stronger frame for bigger screen

PIXELS 3906 pix/m² 40x40 pix/cab
CURVE HORIZONTAL -15° till +90° - VERTICAL 0° till 15°

POWER 1.3 Amp/cab—220Volt
CONNECTION Neutrik Powercon / Ethercon

FLYFRAME Single / Double
SPECIALS 2 NUT M10 on TOP / 4 NUT M10 at back corners FAST BUILDING DOLLY’s 

(16 cab/dolly)
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PLED225_
Transparency

Indoor magic
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MODEL Pixelscreen PLED225

BRIGHTNESS 3500 NIT
SIZE (WxH) 2 models (160x80cm) & (80x160cm)

LED TYPE SMD 5050 3in1 LED (3 dices in vertical line)
IP RATING INDOOR / OUTDOOR

WEIGHT 21.5kg/cab—16.8kg/m²
PIXELS 1600 pix/m² (real) 64x32 pix/cab
CURVE HORIZONTAL 0° till 45° - VERTICAL 0°

POWER 2.75 Amp/cab—220Volt
CONNECTION Neutrik Powercon & Ethercon

FLYFRAME Direct fly / Flybar single/double/tripple
SPECIALS Stacking max 10 high 

Dolly per 8 units (175x80x170cm)
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P25-STRIP_
Artnet - Klingnet

MODEL P25 VIDEO STRIP

BRIGHTNESS 850NIT
SIZE (WxH) 35x1000mm

LED TYPE SMD 5050 3-in-1 LED
IP RATING INDOOR—IP23

WEIGHT 2.5kg
PIXELS 40 PIX / 80 PIX

VIEW HORIZONTAL -120° - +120°
POWER Power over Ethernet

CONNECTION VGA/DVI/CV/SVideo/SDI/SDI 
HD/HDMI

WIND Max. 10 beaufort
SPECIALS Fast build –setup—

KLINGNET
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VMS SCREENS_
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VMSS - VMSM_
80 screens available 

Rental minimum qty 4

MODEL VMSS—VMSM (EMC cert.)

BRIGHTNESS >6000NIT
SIZE (WxH) 2 models 288x192cm—192x144cm

LED TYPE SMD 5050 3-in-1 LED—10mm & 6mm

IP RATING OUTDOOR
WEIGHT 3500kg—2200kg

PIXELS 288x192pix—192x144pix
CURVE HORIZONTAL -70° - +70°

POWER Succo 16A
CONNECTION VGA/DVI/CV/SVideo/SDI/SDI HD/HDMI

FLYFRAME Max. 10 beaufort (11 beaufort lower screen)
SPECIALS UPS power system 2-6 hour

power support system (source 16A—max use 30A) 
easy remote control system—dropbox
time schedule play system
4.5G—3G/4G WAN—WIFI—GPRS—Cable LAN—OFFLINE
360° rotator mast 
forklift transport
smart cable protection
variable height—bottom screen (100-270cm)
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PLED-208T_
PLED-MINI_
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MOB5x4_
Maximal mast height : 7,5 MTR !

MODEL Mobile LED tailer 5x4

BRIGHTNESS >4500NIT
SIZE (WxH) 500x400cm / 20m²

LED TYPE SMD 1918 FULL BLACK BODY/
LENS —3.9mm

IP RATING INDOOR / OUTDOOR
WEIGHT 2900kg

PIXELS 1.3MIO / 1280x1024 pix
VIEW Max height 700cm / 54km/h 

wind
POWER 2x16A or CE32A

CONNECTION VGA/DVI/CV/SVideo/SDI/SDI 
HD/HDMI

IP IP65—sun- & rainproof.
SPECIALS Cert CE- ETL—TUV—EMC—easy 

build—self support
> Video screen position/
speed —full DMX control.
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ONLINE PORTAL_

Work fast, online and smart with us !
Portal feature list:

 » Overview all actual orders, quotes, availability, archived quotes and 
failed or expired deals.

 » View, update, change QUOTE.

 » Make ORDER..

 » Start new request, quotes, option request.

 » Send email-, note-, chat messages in special project chatgroups.

 » Self invite to special project telegram groups.

 » View warehouse log, preparation progress.

 » View cargo volume, transport simulations.

 » View, update, change LOADLIST.

 » View, update, change CHECKLIST.

 » View, update, change PREP-LIST.

 » View, update, change CREW CALLS.

 » View, update, change TRANSPORT CALLS.

 » View, update, change PREPRODUCTION FILES (Hotel, Machinery, Riggin, 
Layher, Power, Communication, Safety, Transport, Checklists,...).

 » View SERIAL report (barcode- & RFID serials).

 » View CXZ report (damages, cautions).

 » View TECH.MAPPING (Video mapping, weights, sizes,power, Adobe- & 
Resolume import scripts, setup.)

 » View Software, Hardware, support files.

 » Request new clientrecord (upgrade to multiclient portal).

 » Request special codes/articles.

 » Rigging liability agreement.

 » Change or update transport destination.

 » Change or update business formula (DRY HIRE, PRODUCTION, FULL 
PROD. , SALE,...).

 » Send sales/rental referal link to your client.

 » AND MANY MORE....

After your first quote from us,  
we send you all information to access this system.
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3D STEREO VIDEO_
Active glasses

We can turn most Pixelscreen LED video systems into 
a 3D real stereoscopic system (active 120Hz). Experi-
ence virtual 3D on large or razor-sharp video. email: 
frank@pixelscreen.eu with your wishes.
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LET’S DO 
BUSINESS service/show/rental

GO.PIXELSCREEN.eu 

invest/retail/custom

SALE.PIXELSCREEN.eu
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HQ | Network P-Partners World

Benelux

HQ - Dis3bution NV
Kasteelstraat 223A 
9255 BUGGENHOUT
Belgium
info@pixelscreen.eu
+32 473 699999

> Fixed installations

Maxled bvba 
info@maxled.be
+32 489194002

> Total solutions partners

Splendit bvba 
marijn@splendit.be
+32 494890697

AB S bvba 
bart@absound.be
+32 478577232 

John&Jane
hello@johnandjane.be
+32 51432929 

Germany

ScreenVisions
mail@screenvisions.com
+49 711 90140 63

The Netherlands 
Purple Group
bas@purplegroup.nl
+31 736110460 
 
email info@pixelscreen.eu 
more regio partners

Luxembourg/Wallonie 

JLP Laser SPRL— 
contact@laser-jlp.com

France

Production Resource Group 
Gennevilliers - France 
www.prg.com
tkra@prg.com
+33 609654654

Image Video Services 
Saint-Denis - France 
jcolet@mediatribu.com
+33 609713144

Nexxt France
seb@nexxt.technology
+33 134062845 
 email info@pixelscreen.eu 
more regio partners

Italy

STS Communcation SRL 
Bresso MI - Italy 
info@stscommunication.it
+39 02 614501

Denmark/Sweden
LiteCom A/S
denmark@litecomgroup.com 
+45 69152615

Lithuania 
1Trailer LED
sales@1trailer.com
+37069511777 
 
Videoprojektai LT
vaidotas@videoprojektai.lt
+370 655 75 502

Spain

Production Resource 
Group S.L.- Madrid 
xtheys@prg.com 
+34914920461  
 
UK

PIXELSCREEN UK
uk@pixelscreen.EU

XL VIDEO LTD
Herts - Great Britain
info@xlvideo.com
+44 7724250909

Austria

Sander van der Hoeven
Scinny8x@gmail.com
+43 677 61476331

Poland

Wizja Multimedia Sp. z o.o.
Piaseczno - Poland
rafal.kociemski@wizjamultime-
dia.pl
+48 608621600

TSE -Lukasz Kubiak
lukasz.kubiak@tse.com.pl
+48 601 221 857

Bulgaria

Joker Media Rental LTD 
Sofia—Bulgaria 
ivan@jokermedia.net
+35 98888825991

Suise

Lumens8 SA
Genève - Suise 
www.lumens8.ch 
laurent@lumens8.ch
+41 223414090

Greece/Cyprus 

Division 
www.division.tv 
Athens - Greece 
paris@division.tv
+30 6932212550 
 
Czech Republic 
We are looking for a strong  
local partner 
 
Romania/Croatia 
Ro | Warehouse 
romenia@pixelscreen.eu 
 
Four Aces Productions SRL  
Chris.sabelleck@fouraces.eu  
Cluj Napoca 
+40 725 210 122

USA

Marc Van Eekeren 
(678) 764-1145
marc.vaneekeren@infiled.com

Australia

VeuPix
+61 7 55094633
info@veupix.tv

New Zealand

VeuPix
+64 9 889 2852
info@veupix.tv

Publik Latin America
Bogota
(571) 6914030

Africa/Ivory Coast
tkra@prg.com
+33 609654654

United emirates
info@pixelscreen.ae  
info.emea@infiled.com 

Asia

Amaze P.C.
Kowloon - Hong Kong 
ys@amazepc.com.hk
+852 6182 7700Send an email to 

INFO@PIXELSCREEN.EU
for more contact addresses 

in your regio/city.

mailto:info@pixelscreen.eu
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